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* denotesIntel chip introduction date

PC Replacement Timeline
(Assuming a 4 year replacement cycle)
Last Updated: 12/3/2002

P2-300, 64M RAM, 4G disk, 17" monitor

P2-400, 64M RAM, 9G disk, 17" monitor

July July July July July July July July July
1998 1999 2000 2001 2002 2003 2004 2005 2006
seeee- Office 2000 Std recommendation: P166, 64M, 500M free disk, Windows 95/98/NT.
: roseres Windows 2000 Professional recommendation: Minimum: P166, 64M (128M
; V preferred), 1Gb free disk. Recommend for new pc purchases only.

Windows XP Professional recommendation: Minimum: P2-400,
256M RAM, 2Gb free disk. Recommend for new pc purchases
only.

P2-450, 64-128M RAM, 9G disk, 17" monitor

P3-500, 128M RAM, 12G disk, 17" monitor

| \ : \
. | P3-550, 128M RAM, 12G disk, 17" monitor

P3-600, 128M RAM, 12G disk, 17-19" monitor

P3-650/733, 128M RAM, 12G disk, 17-19" monitor

Y |

P3 750/800, 128- 256M RAM 12G disk, 17-19" monitor |

P3-850/866, 128 256M RAM, 12G disk, 17-19" monitor |

| P3-933, 256M RAM, 12G disk, 17-19" monitor

- | [ P3-1GHz, 256M RAM, 12G disk, 17-19" monitor |
- I‘34rl.4GHz, 25‘6M RAM,lSG‘disk, 17-19" m‘onitor |
< PZ—l.?GI‘—|z, 256M RAI\/I,ZOG disk, 17-‘19" monitor |
- P4-1.‘8GHZ, 256M R‘AM,ZOG disk,‘17-19" monito‘r

| P4-2GHz, 256M RAM, 20G disk, 17-19" monitor

| P4-2.2GHz, 256M RAM, 20G disk, 17-19" monitor

\ \ \ \
| P4-2.4/253GHz, 256M RAM, 20G disk, 17-19" monitor |

. | P4-2.66GHz, 512M RAM, 20G disk, 17-19" monitor
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. P4-3{06GHZ

July July July July July July July
2000 2001 2002 2003 2004 2005 2006



